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ALUMINIUMPASTE ALUMINIUMPOWDER ALUMINIUMFLITTER

Non volatile D 50-value Solvent D 50-value Stabilization D 50-value
 content % (μm) (μm) (μm)

*1 *2 *2 *2

LEAFING LEAFING-STANDARD

ON / 770      80 ± 2 approx. 20 white oil PP / 770 approx. 20         – Flitter 300-600 approx. 450

ON / 970      80 ± 2 approx. 17 white oil PP / 970 approx. 17         – Flitter 0-600 K approx. 380

ON / 1170      80 ± 2 approx. 13 white oil PP / 1170 approx. 13         – Flitter 0-300 K approx. 250

ON / 1370      80 ± 2 approx. 10 white oil PP / 1370 approx. 10         – Flitter 0-150 K approx. 100

NON LEAFING NON LEAFING-STANDARD

ON / 3100      80 ± 2 approx. 75 white oil 310 n.l. approx. 75        –

ON / 3200      80 ± 2 approx. 56 white oil 320 n.l. approx. 56        –

ON / 3400      80 ± 2 approx. 34 white oil 340 n.l. approx. 34        –

ON / 2600      80 ± 2 approx. 24 white oil

ON / 1500      80 ± 2 approx. 22 white oil NON LEAFING – SiO2 coated 

ON / S / 0130 / 75        75 ± 2 approx. 11 white oil

ON / S / 0170 / 75        75 ± 2 approx.   8 white oil Constant 3100 approx. 75 SiO2 coated

Constant 3200 approx. 56 SiO2 coated

Constant 3400 approx. 34 SiO2 coated

Constant 2600 approx. 24 SiO2 coated

Constant 1500 approx. 22 SiO2 coated

Constant 1700 approx. 18 SiO2 coated

Constant 2900 approx. 11 SiO2 coated

GOLDBRONZEPOWDER

Constant 2210 / N*** approx. 47

Constant 2250 / N** approx. 33

Constant 2280 / N** approx. 28

Constant 4117 / N*** approx. 11

** available in shades: Copper, Palegold, Richpalegold,
Richgold, Deepgold and Englishgreen

*** available in shades: Copper, Palegold, Richpalegold,
Richgold

test methode: *1 = acc. to DIN 55923, *2 = laser granulometry


